
3. PCA Engineer ing I n c . tank f i l l - p i p e t e s t l o g s . 

Superfund Records Center 
SITE: Wtlh f m 
BREAK: 111 
OTHER: SV>f3r 



'I 177 ROYAL AVENUE • P.O. BOX 227 • HAWTHORNE, NEW JERSEY 07507-9227 

PCA ENGINEERING, INC. 
Telephone 201-427-8540 • Boston 617-659-7793 

TELEX: 219715 

ENGINEERING • CORROSION CONTROL • TESTING • MATERIALS • DIVING • ENVIRONMENTAL SERVICES 

ERT 
696 V i r g i n i a Road 
Concord, MA 0 7142 

A t t : Mr. J. Lawson, P.G. 

Re: P i p e l i n e Tightness Test 
U n i f i r s t Corp. 
Woburn, Massachusetts 
PCA Job No. 1718 

Dear S i r : 

Please f i n d the attached data sheet c o n t a i n i n g the r e s u l t s of 
the p i p e l i n e t i g h t n e s s t e s t performed on January 13, 1987 at U n i f i r s t 
Corporation i n Woburn, Massachusetts. 

The 2-inch s t e e l pipe under t e s t had been used as a f i l l l i n e f o r 
a r e c e n t l y removed storage tank t h a t had been located i n s i d e the 
warehouse. The remaining section of t h i s l i n e i s approximately 2 f e e t 
long running through the b u i l d i n g foundation. At the time of the survey, 
the ends were found plugged w i t h concrete. 

The concrete plugs were removed and each end capped. The l i n e 
was f i l l e d w i t h water and pressurized. Gauging connected through one 
of the caps allowed f o r continuous monitoring of the h y d r o s t a t i c pressure 
developed i n the pipe. The data enclosed l i s t s the pressure measure
ments recorded d u r i n g the t e s t . 

The r e s u l t s show t h i s section of p i p i n g i s t i g h t . 

I f you have any questions or re q u i r e a d d i t i o n a l i n f o r m a t i o n , please 
do not h e s i t a t e t o contact us. 

January 20, 19 8 7 

Very t r u l y yours, 

PCA ENGINEERING, INC. 

BERTRAM J. PHILLIPS 

BJP:Jaz 

Enclosure 

PEOPLE • CAPABILITY • ACHIEVEMENT FOR OVER 25 YEARS 
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DATA C H A R T 
For Use With 

13"OLYMPIA ROAD 1 LOCATION: 

2 tmmtm UNIFIRST CORPORATION 

WOBURN MA 

13 OLYMPIA ROAD, WOBURN,.MA 

3 OPERATOR: SAME AS ABOVE. 

4 REASON FOR TEST. INVESTIGATE SOURCE OF SOIL CONTAMINATION 

f TEST REQUESTED fY: J E F F LAWSON SENIOR ENGINEER 696 VIRGINIA ROAD, CONCORD, MA 

• S K O A L INSTRUCTIONS: TEST FILL LINE (TANK WAS REMOVED) 

1 CONTRACTOR OR COMPANY MAKING TEST 

MECMANtC(S) NAME PCA ENGINEERING, INC. DREW LAWRENCE 
• IS A TANK TEST TO BE 

MADE WITH THIS LINE T E S T ? 
• YES 

Q3 NO 
• MAKE AND TYPE O f 

PUMP OR DISPENSERS . NONE 

ia WEATHER PARTLY CLOUDY TEMPERATURE IN TANKS . OVER°^NES CONCRETE WALL 
I K * T o * 

APPROXIMATE 
. BURIAL DEPTH . 16" 

11 IDENTIFY 
EACH UNE 
AS TESTEO 

11 TIME 
(MILITARY) 

1 J LOG OF TEST PROCEDURES. 
AMBIENT TEMPERATURE. 

WEATHER. ETC. 

14 PRESSURE I S VOLUME 

p* OR k P . READING 

BEFORE AFTER BEFORE AFTER 
NET 

CHANGE 

I B TEST RESULTS 

CONCLUSIONS. REPAIRS ANO COMMENTS 

FILL LINE 1100 STARTED LINE TEST 

1115 

1130 

1145 

1200 

20 

20 20 

20 20 

20 20 

20 20 

.077 ,077 +0 

.077 .077 +0 

.077 .077 +0 

,077 .077 +0 

+0 GALLON/HOUR 

LINE TESTED 
2" FILL, APPROX. 24" IN LENGTH 


